¢ IL 156 ¢ IL 156
| |
| 10° ¥ 9 : 9 L3 10' . . 10’ ¥ 9 ! e LY
5 !
| |
1 1
T eI o __MATCH EXIST. SLOPE. | _MaTCH ExIsT s_opg R N __MATCH EXIST. SLOPE. | _MATCH ExisT stop T T T
—— —+-ZI2 T Y i S ——— —~+-ZIn oo A T
b | \ Lo s St by <L I
[ P, I~ | ——— | e e B
1 l -
| | R R
P
© Con © ©
TANGENT SECTION TANGENT SECTION
STA, 747440 TO STA. 760+30 STA, 768+37 TO STA. 770400
STA. 766+73 TO STA, 768+20
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TANGENT SECTION TANGENT SECTION
STA 761+55 TO STA 766+00 STA 770453 TO STA 778+40
LEGEND
(@ EXISTING PAVEMENT
(@ EXISTING HOT-MIX ASPHALT WIDENING, 9"
@ EXISTING HOT-MIX ASPHALT RESURFACING, $3"
(@ EXISTING CONCRETE GUTTER, TYPE B
MIXTURE REQUIREMENTS (® EXISTING CONCRETE CURB, TYPE B
MIXTURE USE SURFACE POLY-LEVEL BINDER (© EXISTING HOT-MIX ASPHALT PARKING LANE - 3"
AC/PG PG 64-22 SBS 16-22 (@ EXISTING AGGREGATE BASE COURSE, TYPE A - 6 NOTES:
RAP % (MAX) SEE_SPEC. SEE_SPEC. PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4 1. PROPOSED CONCRETE GUTTER TO BE REMOVED AND REPLACED AT LOCATIONS:
DESIGN AIR VOIDS 4,0% @ Ndes=T0 4.0% @ Ndes=50 (© PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 1 1/2” STA, 754480 TO STA. 755+00 LT
MIX COMPOSITION @ PROPOSED STRIP REFLECTIVE CRACK CONTROL STA. T65+00 TO STA., 765+90 RT
(GRADATION MIXTURE) 1L 12.5/9.5 L ats @ PROPOSED BITUMINOUS MATERIALS PRIME COAT
@ PROPOSED AGGREGATE (PRIME COAT) 2. PROPOSED CONCRETE CURB TO BE REMOVED AND REPLACED AT LOCATION:
FRICTION AGG MIXTURE *D” MIXTURE “C* STA. T75+00 TO STA, T76+60 LT
@ PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD), 3/4"
e TOP LIFT SHOULDERS - DESIGN THIS MIX AT 2.0% VOIDS AND ADD @ PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 1 1/2"
ASPHALT TO REDUCE VOIDS TO 1.5%
PLAN QUANTITIES FOR HOT-MIX ASPHALT CONCRETE SURFACE COURSE
ITEMS ARE CALCULATED USING A UNIT WEIGHT OF 112 LB/SQ YO/IN.
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